
SC26C 

Webcam



Upgrade your video calls with the SC26C Webcam. 

Featuring a 13MP SONY sensor, 4K UHD clarity, 

101° wide-angle view, dual mics with 4m range,  

auto-focus, and USB-C plug-and-play, 

it’s perfect for meetings and classes.
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Professional Clarity for Every Conference Call



Stay sharp and effortlessly in focus with SC26C’s built-in auto focus. 

Whether you're moving, or adjusting your posture, the camera 

continuously tracks and fine-tunes your image for maximum clarity. 

Say goodbye to blurry moments and let your presence shine—clearly and confidently.

Always in Focus, Just Like You

Without Autofocus With Autofocus



Bringing voices clear, together

Built-in dual-microphone array can instantly detect audio 

from up to 4 meters away, the SC26C can deliver clear sound 

and making it an ideal choice for collaborative environments.

4 Meters



Enjoy clear, vibrant visuals even in low light—

SC26C’s smart 2D & 3D noise reduction gently 

smooths away grain, bringing every image to 

life with clarity and charm.

2D/3D Noise reduction

The SC26C quickly connects using the included

Type-C cable to start your conference in seconds 

thanks to a simple plug-and-play design. 

No extra adapters or drivers required.

Get started effortlessly



www.maxhub.com/en/

Operation Temperature

Operation Humidity

Storage Temperature

Storage Humidity

Altitude

0℃~40℃

10%~90%RH

-20℃~60℃

10%~90%

Below 5000 meters

Image Sensor

Pixel

Output Resolution

Focus Method

Field Of View

Aperture

Digital Noise Reduction

Output Format

White Balance

Exposure

USB Cable ×1

1/3.06"SONY sensor

13M

1.H.264(30fps)/MJ(25fps):3840*2160;2560*1440;1920*1080;1280*720;1024*576; ；

2.YUY2(30fps):640*480;640*360;480*270;352*288;320*240
；

Auto Focus

DFoV：101°; HFoV：92°; VFoV：59°

2.4

2D; 3D noise reduction

MJPG; H.264; YUY2

Auto

Auto

Quantity

Pickup Distance

2

0~4m

Specification

Microphone Parameters

USB Type-C(Device) 1

I/O Port

Dimension L×H×D

Dimension (package)

Net Weight

Gross Weight

117.1×54.1×48.5mm

154×86×82mm

154g

240g

Physical Specifications

Accessories

Environmental Conditions

Camera Parameters

640*360;480*270;352*288;320*240960*540;800*600;640*480;
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