SPECIFICATIONS

Model ALX425

Brightness 4100

Display technology 3LCD

Contrast 25,000:1

Resolution XGA (1024x768)

Power consumption Philips:225W

Noise level ECO: MAX 30dB; Normal: 37dB
Lamp life 20,000H

Aspect ratio 4:3(Standard) / 16:9 (Compatible)
Zoom/Focus Manual

Zoom ratio 1.2x optics
Compression ratio 70"@2.1m : 1.48~1.78 :1

F F:1.6~1.76

f f=19.158~23.018mm
Screen size 30"~300”

Picture mode:

Blackboard (Green)

Speaker

1"16W
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Scan frequency

Hsync Frequency 15~100KHz / Vsync Frequency 48~85Hz

Computer signal input

PC, VGA, SVGA, XGA, SXGAWXGA,UXGAWUXGA, Mac

Video compatibility

PAL, SECAM, NTSC 4.43, PAL-M, PAL-N, 480i, 480p, 576i, 576p, 720p, 1080p and 1080i

Power consumption 310w

Power consumption in ECO standby <05W

mode )

Power consumption in network standby <W

mode

Keystone Correction V: £30°(auto+manual), H: £15°(manual), Pincushion/Barrel Correction, Corner Keystone

26 languages: English, German, French, Italian, Spanish, Polish, Swedish, Dutch ,Portugese,
Japanese, SimplifiedChinese, Traditional Chinese, Korean, Russian, Arabic, Turkish, Finnish,

Language . . . . . . .

Norwegian, Danish, Indonesian, Hungarian, Czech, Kazak, Vietnamese, Thai, Farsi
[nput signal Input: VGA x1; Video x1; Audio in (mini jack 3.5mm) x1; HDMI x1(Automatically detects input signals)
Output signal VGA x1, Audio out (mini-jack,3.5mm) x1 — Control: RS-232x1, RJ45 x1(for control), USB-Bx1(for up-grade)

Control panel

RS-232 x1, USB-B x1 (for upgrade)

Power source

AC 100 - 240 V ~ 50-60 Hz

Weight

3.06 kg

Size

345(W)x 261(D) x 99(H) mm

Included accessories

Power cord, VGA cable, Remote control, Service Card, QSG(for Projector)

Warranty The projector body has a 24-month warranty, and the lamp has a 12-month or 1000-hour warranty (whichever comes first).

Projection distance

ALX425 unit * m
Screen Size 4:3 16:10 16:9

(inch) Maximum| Minimum | Maximum | Minimum | Maximum| Minimum

30 0.888 1.071 0.942 1137 0.969 1.169

100 3.017 3.629 3.199 3.848 3.289 3.956

150 4.537 5.456 4.811 5.785 4.946 5.946

200 6.058 7.283 6.423 7721 6.602 7.937

300 9.099 10937 9.647 11.595 9.916 11917

BOXLIGHT-Asia office

http://www boxlight-asia.com

Email: sales@boxlight-asia.com
TEL: +886 3-6667350 / FAX: +886 3-5780432
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ALX425

Bright and clear images with easy-to-set-up features to meet all your needs
within your budget. The long-lasting lamp design reduces maintenance and
bulb replacement costs.

* Lamp life up to 20,000 hours.
» XGA resolution.

» Bright and vibrant colors, up to 4100 lumens brightness and impressive 3LCD
display.

+ Simple setup.
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